
CRI Openwell Submersible Pumpsets are ideally suitable for openwells or tanks where a wide 

fluctuation of water level occur. This works under water and rest at the bottom of the well. Prime mover is 

rewindable, water – cooled motor. Specially designed water lubricated bearings are used to withstand 

the axial thrust loads with minimum wear and tear. The stator is wound with special waterproof synthetic 

film insulated copper winding wires and made up of low watt loss silicon steel laminations assembled 

under pressure and rigidly locked. Motor sealing is made by polymers, 'O' rings, oil seals and sand 

guard to avoid ingress of well water/salt into the motor. Pressure equalizing rubber diaphragm is 

provided to guard the motor from pressure and volume variation of water as detailed in our operator's 

manual. Three phase motor requires an adequate motor protection control panel. 

Clean, thin, non-aggressive, non explosive,  clear, cold, fresh water without abrasives &  solid particles.

APPLICATIONS

l l l l Agriculture� �Domestic� �Irrigation� �Gardens
l l Industrial� �Rural Water Supply

PUMPED LIQUIDS

No suction and priming problem

Noiseless operation

High operating efficiency 

No need of pump house

Extremely tough and hard wearing 

lubricated journal bearings are used.

Can be easily dismantled and repaired

Dynamically balanced rotating parts 

ensures minimum vibration and longer life

Designed for wide voltage fluctuations.

Motor body available in SS 304 & Cast 

Iron

Motor designed with higher cooling effect 

ensures longer life.

Power Range Horizontal : 2.2 kW - 15 kW (3HP - 20HP),

Vertical : 2.2 kW - 37 kW (3HP - 50HP)

Speed 2900 rpm

Version Three phase 380 - 415V, 50Hz AC Supply

Maximum total head 341 metre

Maximum flow rate 354 lps (194 m /h)

Degree of protection IP 58

Direction of rotation Electrically Reversible

Normal delivery size 50, 65, 80,100 & 125 mm

Type of duty S1 (Continuous)

Method of starting Direct On line (D.O.L) upto 5.5 kW, Star Delta(SD) upto 37 kW

Maximum starts per hour 10 times
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PERFORMANCE CHART

Outlet
Size in

mm
Model kW HP

3m /hr

lps
DISCHARGE

CSM SERIES
HORIZONTAL OPENWELL SUBMERSIBLE PUMPSETS 2880 rpm, AT RATED VOLTAGE – THREE PHASE 350 / 415 VOLTS, 50Hz. CONFORMS TO : IS : 14220
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 35 33 31 27 22 17 10

 29 28 27 26.5 26 25 24 22 10

 24.5 24 23.5 23 22.5 22 21 20 19 18 16

 24   22 21 20 19 18.5 17 15 13.5

 24    23 22 21 20 19 17 11

 29     27 26.5 26 25 24 22 21 20 19 17 15.5

 31.5 31 30.5 30.2 30 29.5 29.5 29 28 27 26 25 23 22

 42 41 40 38 37 34 31 28 25 21 14

 40 38 37 36.5 36 34 33 31 26 13

 47.5 45 42 38 33 27 17

 40.5 39 38 37.5 37 36 35 33 30 11

 26    24.5 24 23 22.5 22 21 19.5 18 17 16 14.5 13

 44 43 42 41 39 38 37 35 30 11

 49.5  49 48.5 47.5 46 43 41 38 35 33 29 24 20

 56 55 54 53.5 53 51 49 47 45 43 39 36 32 27 22

 54 53 52.5  52 51.5 51 50.5 50 49 48 47 46 45 44 41 34

 63 60 58 57 56 54 53 51 50 45 42 40 36 28

Outlet
Size in

mm
Model kW HP

3m /hr

lps
DISCHARGE

 0 25.2 28.8 32.4 36 39.6 43.2 46.8 50.4 54 57.6 61.2 64.8 68.4 72 75.6 79.2 82.8

 0 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23

 CSM-19* 2.2 3 65

 CSM-4* 3.7 5 65

 CSM-22 9.3 12.5 50

 CSM-37* 9.3 12.5 50

 CSM-28 11 15 50

 CSM-38 15 20 50
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 0 7.2 10.8 14.4 18 21.6 25.2 28.8 32.4 36 39.6 43.2 46.8 50.4 54 57.6 61.2

 0 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17

 CSM-21* 2.2 3 50

 CSM-45* 2.2 3 50

 CSM-1* 2.2 3 50

 CSM-1 LV 30 2.2 3 50

 CSM-1S2 2.2 3 50

 CSM-2 LV 30 3.7 5 50

 CSM-2* 3.7 5 50

 CSM-3 3.7 5 50

 CSM-3E 3.7 5 50

 CSM-3H* 3.7 5 50

 CSM-3S* 3.7 5 50

 CSM-4 LV 30 3.7 5 65

 CSM-44 3.7 5 50

 CSM-9* 5.5 7.5 50

 CSM-46 5.5 7.5 50

 CSM-12 7.5 10 50

 CSM-36 7.5 10 50

 18.5 18 17.5 17 16 15 14 13 12 10 9 7

 27    26.5 26 25 24 23 22 21 19 18 16 14 12

 59  58  57 56.5 56 55.5 55 54 53 52 51 50 48 45 42 35

 73.5  66  62 60 55 43 25

 64.5  64  63.5 63 62 61 60.5 60 59 58.5 58 57 55 53 50 38

 80 77 76 74 73 73 72 71 70 68 66 62 60 52 42



Outlet
Size in

mm
Model kW HP

3m /hr

lps
DISCHARGE

 0 29 43 50 58 61 65 68 72 76 79 83 86 90 94 97 101 104 108 115 122 130 137

 0 8 12 14 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 32 34 36 38
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 CSM-5* 3.7 5 80

 CSM-42* 4.5 6 65

 CSM-10* 5.5 7.5 80

 CSM - 47 5.5 7.5 65

 CSM-14* 7.5 10 80

 CSM-13* 7.5 10 65

 CSM-29* 11 15 65

 CSM-39* 15 20 65

 CSM-40* 15 20 80

 22 20 18.5 17.5 16.5 16 15.5 15 14.5 14 13 12 11.5 10.5

 31 30 26 24 22 20.5 19 17.5 15 13

 30 29 27.5 26.5 25.5 25 24 23.5 23 22 21.5 21 20 19 18 17.5 16 15 14

 35 33  30 29 28 27 26 25 24 23 22 20 19 18 16 14

 37.5 36 35 34 33 32 31 30.5 30 29 28 27 26 25 24 23 22 21 20 18 15 12 9

 42 41.5 38 36 34.5 33.5 32.5 31.5 30 29 28 27 25.5 24 22 20 18 15.5

 55 53 50 49 48 47 46 45 44 43 42 41 40 39 35.5 30.5 25

 63 62.5 61.5 61 60.5 60 59.5 59 58.5 58 57 56 55 54 53 52 51 50 48 44 29

 47    46    45.5  45 44.8 44.5 44.2 44 43.5 43.2 43 42.5 41.5 40.5 39 38

Outlet
Size in

mm
Model kW HP

3m /hr

lps
DISCHARGE
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 CSM-6* 3.7 5 100

 CSM-11 5.5 7.5 100

 CSM - 35 5.5 7.5 125

 CSM-41* 15 20 100

 20 16 14 12.5 12 11 10.5 10 9 8 7 6 5

 26 22 20 19 18 17.8 17.5 17 16.5 16 15 14 13 11 10 8

 20 19 17 16.5 16 15 14 13 12

 37 36 35.8 35.5 35.2 35 34.8 34.5 34.2 34 33.5 33 32.5 32 31.5 31 30 29.5 29 27 25 24

 0 58 72 79 83 86 90 94 97 101 104 108 115 122 130 137 144 151 158 173 187 194

 0 16 20 22 23 24 25 26 27 28 29 30 32 34 36 38 40 42 44 48 52 54

CV SERIES
VERTICAL OPENWELL SUBMERSIBLE PUMPSETS 2880 rpm, AT RATED VOLTAGE – THREE PHASE 350 / 380 VOLTS, 50Hz, A.C.SUPPLY D.O.L / S.D CONFORMS TO : IS : 14220

Outlet
Size in

mm
Model kW HP Stage

3m /hr

lps
DISCHARGE

 0 14.4 18 21.6 25.2 28.8 32.4 36 39.6 43.2 46.8 50.4 54 57.6

 0 4 5 6 7 8 9 10 11 12 13 14 15 16

 CV- 0* 2.2 3 2 65/80

 CV-1* 3.7 5 2 65/80

 CV - 13 3.7 5 3 65/80

 CV- 3* 5.5 7.5 2 65/80

 CV- 33* 5.5 7.5 3 65/80

 CV- 35* 5.5 7.5 5 65/80

 CV- 4* 7.5 10 2 65/80

 CV- 44* 7.5 10 4 65/80

 CV- 46* 7.5 10 6 65/80
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 37 33 31 28 25 22 17 13 8

 44 43 42 40 38 36 33 29 25 20 15 10

 62 54 51 47 43 37 31 24 17

 52 50 48 46 44 43 41 40 37 34 29 20

 62 60 59 59 55 50 45 39 33 26 18

 91 77 72 65 57 47 35 22

 57 54 53 52 50 48 46 45 44 42 39 33 25 11

 93 90 88 86 82 77 71 63 54 45 33 22

 103 98 95 93 85 75 65 53 40 24

* Marked Pumpset are having ISI Licence
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Outlet
Size in

mm
Model kW HP Stage

3m /hr

lps
DISCHARGE

 0 14.4 18 21.6 25.2 28.8 32.4 36 39.6 43.2 46.8 50.4 54 57.6

 0 4 5 6 7 8 9 10 11 12 13 14 15 16

 CV- 54* 9.3 12.5 4 65/80

 CV- 56* 9.3 12.5 6 65/80

 CV- 6* 11 15 3 65/80

 CV- 64* 11 15 4 65/80

 CV- 66* 11 15 6 65/80

 CV-74 15 20 4 65/80

 CV-76* 15 20 6 65/80

 CV- 25/8 18.5 25 8 80

 CV- 25/6 18.5 25 6 80

 CV- 30/8* 22 30 8 80

 CV-30/10 22 30 10 80

 CV-35/8 26 35 8 80

 CV- 35/12* 26 35 12 80

 CV- 40/10 30 40 10 80

 CV- 40/13 30 40 13 80

 96 94 90 86 81 77 72 68 61 54 46 33 18

 126 122 118 112 106 98 88 77 65 49 32 10

 91 86 84 82 80 77 72 68 66 64 60 52 38

 105 94 93 91 90 88 85 81 75 67 57 45 30

 141 134 131 127 121 114 105 94 80 63 44 22

 116 110 108 105 102 98 94 90 85 80 73 65 52 20

 153 134 132 129 126 122 118 112 104 94 82 66 48 25

 172 170 166 159 151 143 132 119 105 88 68 43 15

 156 153 148 141 135 128 121 115 107 97 84 66 44 14

 210 204 196 189 180 172 164 155 144 130 114 89 61 21

 200 184 179 175 172 168 162 154 145 133  117 103

 206 197 193 187 180 172 164 154 143 130 114 89 64 40

  250 232 226 220 211 200 186 171 152 130 101 71 33

 266 247 239 231 222 212 203 193 181 165 146 123 93 52

 275 252 246 240 229 216 199 180 155 126 95 58

H
ea

d
 in

 M
et

re
s

Outlet
Size in

mm
Model kW HP Stage

3m /hr

lps
DISCHARGE

 0 36 43.2 50.4 57.6 64.8 72 79.2 86.4 93.6 100.8 108 115.2 122.4

 0 10 12 14 16 18 20 22 24 26 28 30 32 34

 CV- 62* 11 15 2 100

 CV-25/4* 18.5 25 4 100

 CV-30/4* 22 30 4 100

 CV-35/6 26 35 6 100

 CV-40/7* 30 40 7 100 H
ea
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s  52 47 45 44 42 40 39 38 36 33 29 23 14

 97 84 82 80 78 76 74 70 65 59 52 43 34 23 

 99 93 90 87 84 81 77 74 70 66 60 54 45 34

 128 102 98 95 91 87 82 76 70 62 53 41 27 12

 152 128 125 121 117 113 107 101 94 85 74 62 46 29

Outlet
Size in

mm
Model kW HP Stage

3m /hr

lps
DISCHARGE

 0 75.6 100.8 108 115.2 122.4 129.6 136.8 144 151.2 158.4 165.6 172.8 180 187.2 194.4

 0 21 28 30 32 34 36 38 40 42 44 46 48 50 52 54

 CV-30/2 22 30 2 100

 CV-35/3 26 35 3 100

 CV-50/3 37 50 3 150 H
ea

d
 in

M
et
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s  59 50 45 43 42 41 40 39 37 36 35 33 32 30 28 26

 82 65 59 58 56 54 52 51 49 46 44 41 38 35 32 27

 100 85 79 78 76 75 74 72 71 70 69 67 64 60 57 51

* Marked Pumpset are having ISI Licence
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Outlet
Size in

mm
Model kW HP Stage

3m /hr

lps
DISCHARGE

 0 1.8 3.6 5.4 7.2 9 10.8 12.6 14.4 16.2 18 19.8 21.6

 0 0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6

 CVH- 3/3* 2.2 3 3 50

 CVH- 4/5* 3 4 5 50

 CVH- 5/4* 3.7 5 4 50

 CVH- 5/6* 3.7 5 6 50

 CVH- 6/5* 4.5 6 5 50 

 CVH- 6/7* 4.5 6 7 50

 CVH- 7.5/6 5.5 7.5 6 50

 CVH- 7.5/9* 5.5 7.5 9 50

 CVH- 10/11* 7.5 10 11 50

 CVH- 12.5/13* 9.3 12.5 13 50

 CVH- 15/16* 11 15 16 50

 CVH- 20/16* 15 20 16 50

 65 63 62 59 55 49 41 32 21 8

 96 94 92 86 78 68 54 39 22

 74 73 72 71 70 69 66 61 54 46 37 26 16

 123 120 118 114 105 92 75 57 34 8

 93 90 88 86 84 82 80 78 70 61 50 38 25

 136 130 128 125 114 104 84 67 43 12

 112 110 108 106 105 104 99 90 79 66 53 38 22

 178 174 170 165 153 136 113 84 48 13

 225 220 215 210 204 181 153 116 73 28

 266 260 255 250 238 216 187 156 113 63

 341 330 320 310 298 270 233 189 133 80

 298 292 290 286 283 280 266 245 220 190 160 126 85
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CVH SERIES
VERTICAL OPENWELL SUBMERSIBLE PUMPSETS 2880 rpm, AT RATED VOLTAGE – THREE PHASE 350 / 380 VOLTS, 50Hz, A.C.SUPPLY D.O.L / S.D CONFORMS TO : IS : 14220

CVH Series having Bronze and SS Impeller

* Marked Pumpset are having ISI Licence
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