
C.R.I.’s Nyra Panel Box is best suitable for submersible pumpset operation and it provides 

precautionary protection for pumps.

Nyra Panel Box has heavy type 2 pole contactor, which supports the pump for smooth 

operations in adverse conditions. The digital LED display shows the pumpset functions and  

specially designed inbuilt MCB to protects the pumps from overload or short circuit.

Salient Features

Effective over load protection 

Smooth and safe start Digital LED display

Rigid construction

Compact design

Technical Specification

HP MCB Rating

1.0

1.5

1.0

1.5

1.5

2.0

10 A

13 A

10 A

13 A

13 A

16 A

ModelVersion I

NYRA 3/100 

NYRA 3/150

NYRA 4/100

NYRA 4/150

NYRA 4/151

NYRA 4/200

Running Cap

30

36

25

36

36

40

30

36

30

40

40

45

Starting Cap

100 / 120

100 / 120

100 / 120

120 / 150

150 / 200

200 /  250

Single Phase Digital Capacitor Box
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Technical Specification

COMMITMENT | RELIABILITY | INNOVATION

Single Phase Digital Capacitor Box

Version II HP MCB Rating

1.0

1.5

1.0

1.5

1.5

10 A

13 A

10 A

13 A

13 A

Model

NYRA 3/100 

NYRA 3/150

NYRA 4/100

NYRA 4/150

NYRA 4/151

Running Cap

60

72

55

76

76

Starting Cap

100 / 120

100 / 120

100 / 120

120 / 150

150 / 200

Version IV HP MCB Rating

1.0

1.5

1.0

1.5

1.5

10 A

13 A

10 A

13 A

13 A

Model

NYRA 3/100 

NYRA 3/150

NYRA 4/100

NYRA 4/150

NYRA 4/151

Running Cap

60

72

55

76

76

Starting Cap

100 / 120

100 / 120

100 / 120

120 / 150

150 / 200

Version III HP MCB Rating

0.5

1.0

0.5

1.0

1.0

1.5

10 A

10 A

6 A

10 A

10 A

13 A

Model

NYRA 3/50

NYRA 3/100

NYRA 4/50

NYRA 4/100

NYRA 4/101

NYRA 4/150

Running Cap

45

40

25

36

40

45

Starting Cap

100 / 120

100 / 120

60 / 80

80 / 100

100 / 120

120 / 150

* Panel with CRM


